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DO NOT SCALE FROM THIS DRAWING. USE FIGURED DIMENSIONS IN ALL CASES.
VERIFY DIMENSIONS ON SITE AND REPORT ANY DISCREPANCIES TO THE

ARCHITECTS IMMEDIATELY. THIS DRAWING TO BE READ IN CONJUNCTION WITH THE
ARCHITECTS SPECIFICATION. © THIS DRAWING IS COPYRIGHT AND MAY ONLY BE

REPRODUCED WITH THE ARCHITECTS PERMISSION.
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St. Agnes Road, Crumlin, Dublin. 
Glebe House Residential Development 

Seabren Developments Ltd and
Circle VHA CLG 

EXISTING GLEBE HOUSE 
PROPOSED FLOOR PLANS

P19171D 131 P01
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Upper First Floor Level

First Floor Level

Ground Floor LevelLower Ground Floor Level

PROPOSED
GLEBE HOUSE

Retain existing timber
floor structure &
boards

new sliding sash timber
windows to conservation
architects details

New sliding sash timber
windows to conservation
architects details

Retain existing timber
floor structure &
boards

Existing marble
fireplace to be retained new timber four

panel door - painted
fixed - closed

retain existing
timber stair

retain existing
architraves

remove existing 20th
century timber
sheeting to stairwell

carefully remove existing
concrete screed on stone
steps & re-point with lime
mortar

block up existing
opes. with masonry
blocks rendered boths
sides with lime render
to conservation
architects spec.

18th/19th Century high
significance

mid late 20th Century low
significance

Proposed new Works

railings repaired as
required + repainted

railings repaired as
required + repainted

new sliding sash timber
windows to conservation
architects details

carefully remove existing
concrete screed on stone
steps & re-point with lime
mortar
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